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(5) Watertight bulkheads as required 
by part 179 of this chapter. 

(6) Firefighting systems as required 
by part 181 of this chapter. 

(7) The operation of all smoke and 
fire detecting systems, and fire alarms 
and sensors. 

§ 176.404 Subsequent inspections for 
certification. 

(a) An inspection for renewal of a 
Certificate of Inspection is conducted 
to determine if the vessel is in satisfac-
tory condition, fit for the service in-
tended, and complies with all applica-
ble regulations. It normally includes 
inspection and testing of the structure, 
machinery, equipment, and on a sailing 
vessel, rigging and sails. The owner or 
operator must conduct all tests as re-
quired by the OCMI, and make the ves-
sel available for all specific inspections 
and drills required by subpart H of this 
part. In addition, the OCMI may re-
quire the vessel to get underway. 

(b) You must submit your written ap-
plication for renewal of a Certificate of 
Inspection to the OCMI at least 30 days 
prior to the expiration date of the Cer-
tificate of Inspection, as required in 
§ 176.105 of this part. 

[CGD 85–080, 61 FR 953, Jan. 10, 1996; 61 FR 
20557, May 7, 1996; USCG–1999–4976, 65 FR 6508, 
Feb. 9, 2000; USCG–2003–14749, 68 FR 39315, 
July 1, 2003] 

Subpart E—Reinspection 

§ 176.500 When required. 

(a) Vessels carrying more than 12 
passengers on international voyages 
must undergo an inspection for certifi-
cation each year as specified in 
§ 176.404. 

(b) All other vessels must undergo an 
inspection for certification as specified 
in § 176.404 and annual inspection as 
specified in paragraph (b)(1) of this sec-
tion. 

(1) Annual inspection. Your vessel 
must undergo an annual inspection 
within the 3 months before or after 
each anniversary date. 

(i) You must contact the cognizant 
OCMI to schedule an inspection at a 
time and place which he or she ap-
proves. No written application is re-
quired. 

(ii) The scope of the annual inspec-
tion is the same as the inspection for 
certification but in less detail unless 
the cognizant marine inspector finds 
deficiencies or determines that a major 
change has occurred since the last in-
spection. If deficiencies are found or a 
major change to the vessel has oc-
curred, the marine inspector will con-
duct an inspection more detailed in 
scope to ensure that the vessel is in 
satisfactory condition and fit for the 
service for which it is intended. If your 
vessel passes the annual inspection, the 
marine inspector will endorse your cur-
rent Certificate of Inspection. 

(iii) If the annual inspection reveals 
deficiencies in your vessel’s mainte-
nance, you must make any or all re-
pairs or improvements within the time 
period specified by the OCMI. 

(iv) Nothing in this subpart limits 
the marine inspector from conducting 
such tests or inspections he or she 
deems necessary to be assured of the 
vessel’s seaworthiness. 

(2) [Reserved] 

[USCG–1999–4976, 65 FR 6508, Feb. 9, 2000] 

§ 176.502 Certificate of Inspection: 
Conditions of validity. 

To maintain a valid Certificate of In-
spection, you must complete your an-
nual inspection within the periods 
specified in § 176.500(b)(1) and your Cer-
tificate of Inspection must be endorsed. 

[USCG–1999–4976, 65 FR 6508, Feb. 9, 2000] 

Subpart F—Hull and Tailshaft 
Examinations 

§ 176.600 Drydock and internal struc-
tural examination intervals. 

(a) The owner or managing operator 
shall make a vessel available for dry-
dock examinations, internal structural 
examinations, and underwater surveys 
(UWILD) required by this section. 

(b) If your vessel is operated on inter-
national voyages subject to SOLAS re-
quirements, it must undergo a drydock 
examination once every 12 months un-
less it has been approved to undergo an 
underwater survey (UWILD) per 
§ 176.615 of this part. If the vessel be-
comes due for a drydock examination 
or an internal structural examination 
during the voyage, it may lawfully 
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